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ADCO WT-64 butyl 9" heavy duty frame Neenah Foundry Co. R-1713 w/ self
sealant or approved equal. sealing lid imprintsd with "SANITARY" and /_//
Trowel mastic over full "CARPENTERSVILLE" or approved equal General Notes: : o
surface between o - _ ! - a — Existing manhole
rings and cone. N WJ&‘" 1. All dimensions are in inches unless otherwise specified. L /
™ ~Pes— Adaptor Inc. internal/extemnal 2. Steps shall be provided at 16” 0.C. and shall be copolymer
_ [ Adaptor Seal or approved equal. P plastic with a conti 1f2-inch steal internal expanding h— co
3 refnforcement, not to be positioned over inverts N
e Eosentic con on nforeement, ot fo be posiioned over fnvert stainless steel band -
| Y 3. Adjusiment: Three adjustment rings totaling 8" in height may be 4 4 Core drill cong. wall per
used. No more than two {2) of thase rings may be precast " .
concrete. The top ring in paved areas with crown adjustments Proposed sanitary manufacturer's recommendation
shall be rubber. .
sewer (size as shown
- 4. When adjusting rings are required on structures, provide ADCO
\\ WT-84 butyl sealant (or approved equal) between the adjusting on plans)
rings and the structure. ——% e .
1" min.
Lo 5. Butyi rubber joint sealant by Ez-Stik { or approved equal shalt .
/] N be applied on barrel section joints. Provide concrete bench and
e 48 gia. MINIMUM . g . ! flow- line to obtain smooth
60 for sewers 24 8. Structure shall be placed on a minimum 6" CA-8 granular bed.
- dia. and larger bottom
— I
External joint seal on all barrel TTT—
(ss:‘li)ons {Canusa or infi-shield) T 8"to 2.0 (max)
Butyl rubber joint Stainless steel band g T above bench
/1™ sealanteby EZ-Stik —u~ | 7 o
or approved equal N - . .
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Flexible rubber O s A ) .
cannector conforming i — Watertight flexible rubber connector
to ASTM C-923 conforming to A.S.T.M. C-4443 & C-923
I I ey 1 |TTmin. Fillet with stainless steel band
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ELEVATION Sanitary Manhole Note: Fill annular space with grout go_n:_'ed‘:a“ t?} |
Xisting Mannoie
SAN-1 102407 SAN-4 012908
Connect to existing service with non-shear
/ rmission coupling (A.8.TM. C-534)
General Notes:
'2 eneral Noles:
P 1. Alidimensions are in Inches unless otherwise specified.
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7 2. Depths: 12" or less should comply with SDR 26 PVC sewer pipe
A per A.S.TM. D-3034.
¢ 45° bend 1% rainimum slope
4 o g e 3. Instailations between 12’ and 20’ deep shall be SDR 21.
) / AT wye branch
< B g See General Notes 4. Instaliations over 20' deep shall be class 52 ductils iron.
’ ~ 3 1% minimom slope 5. New services to be PVC only.
9+ pips O.D+8
Férich depth 1688 thar 8. Bedding should be CA-7 and backfill should be CA-8.
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mee | 7. Service inverts shall be at or above the crown of the mainline
S sewer,
Bullding service detall under 5 feat
£ Connect to existing service with
non-shear mission coupling
(AS.TM. C-584)
-22.5° bend
Suppoart riser against side of
‘rench
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